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Pegasus Banner Stands
Excellent telescopic adjustable banner stand - very portable.

Prices do not include shipping, taxes, design / file setup fees. All prices and displays are subject to change without notice. While Supplies Last.

Call our toll free order line in Canada: 1-866-664-1114

Pegasus offers the ultimate in versatility! The system can be used as a single or double sided unit and 

the dual telescopic poles (horizontal and vertical) allow the user to present banner graphics at many 

different adjustable settings. Available in Black or Silver finishes.

Pegasus
From 52.5" wide up to 95" wide,

and from 36" up to 96" high

Pegasus Mini
From 27.5" wide up to 48" wide,

and from 36" up to 96" high

This is a great display system

to use for hanging vinyl banners

by using plastic ties with the

grommets from the banner... or

pole pockets in the vinyl banner.

Excellent for a quick backdrop

for hanging your banner. 
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Pegasus Banner Stands
Setup & Assembly Instructions

Prices do not include shipping, taxes, design / file setup fees. All prices and displays are subject to change without notice. While Supplies Last.

Call our toll free order line in Canada: 1-866-664-1114

Reverse the procedure  

to disassemble

Kit includes: (A) Case, (B) 2 x feet,  

(C) 2 x Telescopic upright poles, (D) 4 x Top and 

bottom graphic poles, (E) 4 x Thumb screws,  

(F) 2 x Screws, (G) 1 x Screwdriver

Assemble the telescopic 

uprights and feet using the 

supplied screws and driver.

Align mounting holes to face

the flat sides of the feet. 

Locate and match the 

top and bottom graphic 

poles. They are identified

by stickers near the shaped

ends.

Screw each the top and  

bottom poles to their partner.

Attach the bottom pole to one 

of the upright assemblies, and 

adjust to the width needed.

Attach the top pole to the 

same upright assembly, and 

adjust to the width needed.

Slide the graphic over 

the unattached end of 

the top and bottom poles 

using the pole pocket.

Adjust each of the 

poles as needed by 

twisting the locking 

ring to the left to 

loosen and to the 

right to tighten.
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Attach the loose 

end of the top and 

bottom graphic 

poles to the other 

upright pole.
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